
The DL1202       is a CMOS digital 6

 
FEATURE 
 
 Single-chip CMOS construction 
 Driver 12-digit triplexed LCD 
 Colon display 
 32768Hz crystal frequency 
 Debounce circuitry on switch input 
 Touch tone signal 
 On chip oscillator 
 Single 3.0V battery operation 
 Low power dissipation 
 
 
FUNCTION 
 
 6 Functions: Mothe, Date, Day-of-week, Hour, Minute and second. 
 8-digit chronograph. 
 Split function of chronograph. 
 Use selectable 12-nour/24 hour format. 
 4-year calendar. 
 One-touch correction of time error within±30 seconds. 
 Fast advance for time and alarm time set. 
 Chime on every hour, alarm, snooze. 
 4-switch sequential operation. 
 
DESCRIPTION 
 
 

-function watch integrated circuit with alarm, Snooze and chronograph function;  
designed for a 12-digit triplexed liquid crystal display. 
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SETTING SEQUENCE AND OPERATION 
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Press M key with snooze afer 5
minutes during the alarm is alarming

NOTE:

When switches S, M, D are pressed together all segment of LCD will be displayed and after

released all digits of LCD will be released.  
 
 
 
 
 
 
 

Administrator
Stamp

Jumfu
Text Box
DL1202



DL1202

     DL1202  PAD 图，IC 尺寸 1980um*1580um,I C 衬底必须接 VDD 或者悬空。 
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LCD DISPLAY 
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1K 8050
NPN

LED

R1

     3V

根据LED的亮度调节R1的大小

6 IND

1K 8050
NPN

7 DIS

如LED亮度可以，此部分电路可不用

lx
如做LED背光，可参考以下电路：
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